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LEGEND: Notes:
SUBSURFACE EXCAVATION
|:| HOT ASPHALT MIX, 9.5M64, 2" THICK 1. ELEVATION DATUM IS BASED UPON AN APPROXIMATION OF
OVER HOT ASPHALT MIX, 19M64 3" THICK THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD 1988).
OVER DENSE GRADED AGGREGATE, 4 THICK ELEVATIONS WERE DETERMINED BASED UPON A NORMAL WATER
ELEVATION OF 2.84 PROVIDED BY DENNIS BURGESON OF KMA
W/// SUBSURFACE EXCAVATION ENGINEERING CONSULTANTS INC. FOR WORK PERFORMED FOR
) TOPSOIL, 4" THICK AND HYDROSEEDING THE NEW JERSEY DEPARTMENT OF TRANSPORTATION. THE
WATER ELEVATION CONTROLLING STRUCTURE IS A SPILLWAY
LOCATED BENEATH THE BLACK HORSE PIKE AT THE
RAIN GARDEN STORMWATER BASIN CONFLUENCE OF NEWTON LAKE AND PETERS CREEK. TOP OF
TOPSOIL. 4° THICK AND %0 150 SPILLWAY ELEVATION IS 2.67. MEAN HIGH WATER ELEVATION
HYDROSEEDING IS 2.84. BENCHMARK P.K. ELEVATION 50.00 IN EASTERLY
EDGE OF BITUMINOUS PARKING AREA AT KERFOOT COMMUNITY
STONE SCREENINGS, 6" THICK CENTER.
0 10 0 100 2. 150" RIPARIAN BUFFER DISTANCE HAS BEEN ASSIGNED DUE TO
THE ASSUMED PRESENCE OF ACID—-PRODUCING SOILS.
Graphic _Scale 3 ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE
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